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Serial number: 

 

Location: Year: 

Check of the measuring function with test gas ( __ ppm H2) - weekly1 

Week Performed Value 
±10% / 2ppm 

Passed / Failed / Actions Responsible person 

01 ☐    

02 ☐    

03 ☐    

04 ☐    

05 ☐    

06 ☐    

07 ☐    

08 ☐    

09 ☐    

10 ☐    

11 ☐    

12 ☐    

13 ☐    

14 ☐    

15 ☐    

16 ☐    

17 ☐    

18 ☐    

19 ☐    

20 ☐    

21 ☐    

22 ☐    

23 ☐    

24 ☐    

25 ☐    

26 ☐    

27 ☐    

28 ☐    

29 ☐    

 
1 if measurements are performed on the patient in the calendar week 
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Week Performed Value 
±10% / 2ppm 

Passed / Failed / Actions Responsible person 

30 ☐    

31 ☐    

32 ☐    

33 ☐    

34 ☐    

35 ☐    

36 ☐    

37 ☐    

38 ☐    

39 ☐    

40 ☐    

41 ☐    

42 ☐    

43 ☐    

44 ☐    

45 ☐    

46 ☐    

47 ☐    

48 ☐    

49 ☐    

50 ☐    

51 ☐    

52 ☐    

53 ☐    
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Calibration with 100 ppm H2 - monthly2 

Month Performed Not 

performed 

Displayed value 

before 

calibration 

Value 

reference 

gas 

Responsible person 

01 ☐ ☐    

02 ☐ ☐    

03 ☐ ☐    

04 ☐ ☐    

05 ☐ ☐    

06 ☐ ☐    

07 ☐ ☐    

08 ☐ ☐    

09 ☐ ☐    

10 ☐ ☐    

11 ☐ ☐    

12 ☐ ☐    

Check of the sensor (yearly) 

 Date Responsible person 

Last performance:   

Next due date:   

 

Change of backup battery and sensor (every two years) 

 Date Responsible Person 

Last performance   

Next due date:   

 

 

2 * Depending on the frequency of use and deviation of the sensor from the target calibration value, the calibration interval can be extended up to 90 

days. 

FAN recommends monthly calibration for highest measurement accuracy and sensor lifetime. 


